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CLAIMS 

1. A pipe coupling or transition fitting of the type having a deformable gripping member assembly 
including a housing and a plurality of metal projections extending inwardly therefrom. 

2. A pipe coupling or transition fitting as in claim 1 wherein said housing is annular with said 
projections extending circumferentially inwardly from said housing. 

3. A pipe coupling or transition fitting as in claim 1 wherein said metal projections extend from a 
metal band, said metal band fixedly held within said housing. 

4. A pipe coupling or transition fitting as in any one of the above claims wherein said metal band is 
held within the housing in a snap fit arrangement. 

5. A pipe coupling or transition fitting as in any one of the above claims wherein said projections 
are integral with said metal band. 

6. A pipe coupling or transition fitting as in claim 5 wherein said projections are burst hole type 
projections. 

7. A pipe coupling or transition fitting as in claim 6 wherein said burst hole projections include a 
plurality of walls at least some of which are at an angle not substantially parallel to the plane of 
the metal band. 

8. A pipe coupling or transition fitting as in claim 6 or claim 7 wherein said burst hole projections 
include a plurality of walls at least some of which are at an angle not substantially parallel to the 
axial angle of the housing. 

9. A pipe coupling or transition fitting as in any one of the above claims wherein said projections 
are aligned in at least one annular row. 

10. A pipe coupling or transition fitting as in claim 9 wherein there are five annular rows extending 
across said band. 

1 1. A pipe coupling or transition fitting as in any one of the above claims wherein said projections 
are of different heights. 

12. A pipe coupling or transition fitting as in any one of the above claims wherein said housing is a 
split-ring type housing, said metal band correspondingly shaped and sized to be held within said 
housing. 
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13. A coupling for connection of a pipe, said coupling including; 

a hollow body having an external thread extending at least in part theralong and having a tapered 
inner surface; 

a nut threadably engaging said body external threads, said nut having at one end an internal 
thread co-operable with said body external thread and at the other end an outwardly converging 
inner tapered surface; 

a deformable gripping member assembly having an outwardly converging outer surface and 
including radially inward projections circumferentially disposed in at least one row; 
wherein upon tightening of said nut said nut inner tapered surface abuts against and exerts a 
force on said gripping members outer surface both in the longitudinal and radial directions to 
thereby cause the gripping member to be urged both radially and longitudinally into said body 
and thereby fixedly retain said pipe. 

14. A coupling as in claim 13 wherein said gripping member assembly includes a body having a 
locking means adapted to engage and hold a metal band, said metal band including the plurality 
of inwardly directed projections. 
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